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GENERAL PURPOSE JACKS - PLAIN RAM
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Application

= | ifting, positioning, horizontal or vertical application. Used in heavy fabrication, ship-building and construction industries.
ﬂ PJM IH Double acting Oil return H Plain ram IEI Capacity - Tonm Stroke - mm

Cylinder Effectve 2 Closed height | Cybnder 0D |  Bore dia Ram dia Seddhe dia (113
capaciy s|1rrr:'! Madel ana 0'::_?"' (mm) {mm] |mm} {mmj (mm] (Agerox) s
o . fom) i 4 B c ] E kg pump
10 PDE 10-150 239 200 75 45 30 2% B5
15 PDP 15-150 357 290 85 55 40 38 12
20 PDP 20-150 468 295 o5 63 50 48 15
25 PDP 25150 578 305 o5 70 55 53 14
30 PDP 30-150 663 320 100 75 55 52 17
50 PDP 50-150 178 330 130 100 7 &7 2
L ]
75 PDE 75-150 1647 330 155 120 a0 87 42
100 PDE 100-150 2308 5 180 140 106 66
e 150 150 "opp 150-150 3405 360 220 7 137 100
=y 200 PDP 200-150 4713 380 255 200 126 132
B 250 | PDP 250150 5702 390 280 220 176 166 iR
300 PDP 300-150 6786 400 310 240 180 178 205 .
400 PDP 400-150 8589 420 /0 | 270 220 215 280
500 PDF 500-150 10604 | 425 400 300 240 236 200
600 PDP £00-150 12830 | 470 430 330 270 265 (Eni | -
Sl el 4 PRU550HS
800 PDP A00-150 17012 | 495 505 380 300 295 BEE
1000 PDE 1000-150 21280 | 530 560 | 425 350 345 920

® Higher capacity and custemized selutions on request. ™ Specifications are subject to change due to continual improvement.




