700 Bar
WW- EWZ . . . . High-performance spring return
S I n g le ACtI n g S p rl n g Retu rn Cyu n de rS Applicagtio: in all mounti:g p?)sitions

Hard-crome plated plunger with end stop

1S09001: 2008 | Made in Eichstatt / Germany Wiper seal prevents pollution and corrosion
Sizes
B b ¢ F |71 lt1] a Je@
Type
Single acting with spring return steel (mm)
cylinders have hard chromium plated F EWZ-010-100 .
piston that prevents gauge formation EWZ-010-150 60 | M25x15) 40 | 21/4°-14 | 32 | 10 me 28
e throad on the eylinder head = EWZ-025,050
1
and a female thread on piston rod. EWZ-025-100 85 | 17716 | 55 | 3516712 525 | 15 M10 0
D EWZ-025-150
o EWZ-040-100
N 114 M36x3 70 M114 x 2 85 15 M12 50
L EWZ-040-175
€ N> EWZ-080-100
o v 146 2xM6 95 | 53/4"-12 90 15 M12 52
EWZ-080-150
EWZ-100-060
EWZ-100-100 | 177 - 100 | 67/8"-12 | 139 | 25 | 3/4"-10 55
EWZ-100-150
EWZ-140-060
EWZ-140-150 216 - 140 | 81/2"-12 | 165 | 25 | 3/4"-10 55
— Technical Data
% Tvpe Capacity  Stroke Area Oil cap. Height Weight
< © P (o) | (kN) | (mm) | (em) | (em) | A(mm) | (kg)
b Ewz-010-100 | 10 = 981 ' 100 | 159 160 207 3,5
« EWZ-010-150 150 15,9 318 257 5
EWZ-025-050 25 | 2452 50 33,2 200 183 7,5
EWZ-025-100 100 33,2 390 262 9,5
EWZ Cylind X d EWZ-025-150 150 33,2 500 267 10,5
inders are equippe
Wz Cy quipe EWZ-040-100 | 40 | 3924 | 100 63,6 640 240 16
with grooved saddles.
EWZ-040-175 175 63,6 1,120 290 19
! EWZz-080-100 | 80 | 785 | 400 | 11311 1,135 235 22
= [[' EWZ-080-150 150 113,1 1,700 285 28
[ 1
T n EWZ-100-060 100 081 60 133 797 180 32
= et EWZ-100-100 100 133 1300 245 40
EWZ-100-150 150 133 1,991 300 58}
5 ”;ZX Ewz-140-060 | 140 137341 g0 | 201 1,206 190 52
EWZ-140-150 150 201 3,015 320 85,7
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